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ArtNet DMX Converter
 DIN Rail
Technical Data
Dimensions 177 mm x 90 mm x 63 mm [W x H x D]

6.95 in x 3.54 in x 2.49 in [W x H x D]

Control Art-Net and sACN to DMX converter for 4 independent universes
Supports Art-Net 1 through 4 (DMX and RDM)
sACN release and draft version
4 individually optically isolated DMX ports, each configurable as input or output
Graphic display and encoder knob for easy configuration and precise status information
Quick access button for each DMX port for selection of Art-Net or sACN universe
Web interface for status observation, adjusting settings and firmware updates
terminal connectors

Input Voltage Power supply: external | 12 VDC

Power Consumption Max. 4 W

Operating Temperature -30 to +55°C | -22 to +131°F

Ingress Protection IP20

Environment

indoor

2 | www.biontechnologies.com



Lindberghstrasse 15
86343 Koenigsbrunn
Tel: +49 (0)8231/95787-0
Fax: +49 (0)8231/95787-29
www.biontechnologies.com
info@biontechnologies.com

YouTube: http://www.youtube.com/user/BIONTECHNOLOGIES

© 2021, BION TECHNOLOGIS GMBH
All rights reserved / Subject to change / Specifications may change without notice

Powered by TCPDF (www.tcpdf.org)

http://www.tcpdf.org

